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THE BEST QUALITY OF TECHMNOLOGY



CEO GREETING

The science has advanced very rapidly and man pursues comfort.

« Especially mechatronics products have done a significant role to implement the ideal.

« FA, HA, AUTOMOBILE, SYSTEM OA ETC, have basic components like motor and solenoid which are important

mechatronics components.
« NK Electronic(QingDao)Co. Ltd has done a great effort in development in this area and achieved big success.

« NK Electronic(QingDao)Co.Ltd is a professional manufacture in researching, developing, and manufacturing

motors and solenoid.

« Our products are widely used in household electrical applinces such as refrigerators, refrigerating cabinets,

microwave ovens, ventilating fans, air purifiers, etc.
» Our products are exported worldwide to America, Europe, Japan, southeast Asia, etc.

« We will try to do our best by challenging boundless potentialities by becoming an enterprise that can be of he
for the creation of an opulent society with cozy environment. We would appreciate your continued support an

encouragement.
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COMPANY NAME : NK ELECTRONIC (QINGDAO) CO., LTD

ADRESS : THE NORTHEST OF JINGUYUAN ROAD, LIUTING INDUSTRIAL
GARDEN, CHENGYANG DISTRICT, QINGDAQ, 266107, PR.CHINA

PRESIDENT : Kyoung-Suk, Oh

NUMBER OF MEMBER : 20 people

FOUNDED : Mar. 2011

MAIN PRODUCT : Motor application

E-mail : oks@nkemail.net

Tel : 86-532-8965-9702

Fax : 86-532-8965-9803




MAIN PRODUCT

I CHARACTERISTICS

CONTENTS STANDARDS
Rated AC 230V 50Hz AC 230V 60Hz
Current (mA) 36 £ 10% 52 + 10%
NO Input (W) 38+ 0.2 5702
g LOAD
RPM 2900 1t 3500 1
) DEMENSION l MA-6112 (MOLD TYPE)
&1 Starting Voltage 100V | 100V |

8 7E 15 12 13 _TE

Current (mA) 38 + 10% 56 + 10%

"’1?‘:’ AAE iy | |
I -%\ M - \ — Input (W) 45+ 02 67 + 0.2
‘E—AEEH- | - h‘ — ﬁh - LOAD
: = (@100 X 4B)
& == | RPM 2550 1 3250 1
Starting Voltage 100V | 100V |

INSULANCE CLASS E CLASS




1. AC MOTOR [_|61 SERIES

l_ CHARACT ERISTICSJ

CONTENTS STANDARDS
Rated AC 220V 50Hz
Current (mA) 24 + 10%
NO
LOAD Input (W) 3.0 + 10%
RPM 2750 1
MA-6110 (MOLD TYPE)
51 Starting Voltage 100V |
48 18 _7.6 15 10 15 7.6
Current (mA) 26 + 10%
; f— [
— — Input (W) 35+ 10%
; LOAD
(2100 X 4B)
RPM 2000 + 200
Starting Voltage 100V |




2. AC MOTOR

61 SERIES (ELECTROLUX - EGYPT)

l CHARACT ERISTICS]

CONTENTS

STANDARDS

Rated

AC 220V 50Hz

Current (mA) 63 + 10%
NO LOAD Input (W) 6.0 + 10%
RPM 2750 1
Starting Voltage 100V |
Current (mA) 65 + 10%
Input (W) 85W|
LOAD
(©105 X 4B)
RPM 2600 + 200
Starting Voltage 100V |




3. AC MOTOR

DEMENSION

MA-6120 (TAPE TYPE)

20

15

32

=

Fﬁﬁ%ﬁ

14 | 17

7a)

| CHARACTERISTICS l

61 SERIES (For Refrigerator machines)

(61 X 20t (Tape)

(761 X 17t (Mold)

CONTENTS
BLOWER |SUCTION | BLOWER [SUCTION
Rated AC 220V 60Hz AC 220V 60Hz
Current 0.2 + 15% 0.25 + 15%
(A)
NO
LOAD 'r(‘\';’v‘;t 19 + 15% 24 + 15%
RPM 3400 1 3400 1
Starting
Voltage 100V | 100V |
Current | 55 4 15% 0.3 + 15%
(A)
Input 0 0
LOAD W) 32 + 15% 35 + 15%
@150
6 BELAD RPM [2150+150[1850+150|2150+150[1850+150
Output
4W 4W
(W)
Starting
Voltage 100V | 100V |




4. AC MOTOR 060 SERIES (For Ventilating Fans, etc)

I CHARACTERISTICS I

MA-6012

39.7

273

27.3

30

@61.6

CONTENTS STANDARDS
Rated AC 100V 50Hz AC 100V 60Hz
Current (A) 0.1 + 15%
NO LOAD Input (W) 10 + 15%
RPM 2700 1 3200 1t
Starting Voltage 85V |
Current (A) 0.13 + 15% 0.15 + 15%
Input (W) 13 £ 15% 15+ 15%
LOAD
RPM 1600 + 100
Starting Voltage 85V |
CONDENSER 250VAC, 2.0uF




5. AC MOTOR [ |84 SERIES (For Refrigerator machines, etc)

| CHAMCTERISTIC?I

I PHOTO '

STANDARDS
CONTENTS
6W oW 16W
T 13 19 25
L 76 83 88
Rated AC 220V 60Hz
Current (A) | 019+ 15% | 026+ 15% 0.32 + 15%
r DEMENSION
NO LOAD| Input (W) 23 + 15% 32 + 15% 42 + 15%
N I ‘ RPM 1600 1 1700 1 1700 1
ﬁ T Starting 17
= 6V |
ﬁ q Voltage
-\_\_\_‘—\—\_
Q __11 L : Current (A) | 022 + 15% 0.3 + 15% 033 = 15%
| I ﬂsﬁ Input (W) 32 + 15% 40 + 15% 45 + 15%
L] ) | 20 0 SOOI | Loap
| | N5 — ) RPM 1350 £ 100 | 1600 + 100 | 1600 + 100
= B oy =
arting

=
L\:_ == (« ﬂ LOAD @200 Steel Fan| @225 Steel Fan | @250 Steel Fan



6. AC MOTOR

51

84 SERIES (For Refrigerator machines, etc)

I CHARACTERISTICS I

STANDARDS
CONTENTS
6W
"T" 13
"L 76
Rated AC 220V 50/60Hz
Current (A) 0.18 + 15%
Input (W) 20 + 15%
NO LOAD
RPM 1600 1
Starting
176V |
Voltage
Current (A) 0.2 + 15%
Input (W) 29 + 15%
LOAD RPM 1300 + 100
Starting
176V |
Voltage
LOAD @200 Plastic Fan




7. BLDC 971 SERIES (For Refrigerator machines, etc)

I CHARACTERISTIC“

Nominal data

voltage

Frequency

Speed

Output capacity

Perm.amb.temp

Dimensions

Type

Features

Vv

Hz

rimin

w

T

b

Slandard
CW&CCW
2 Speeds
Vari-speed

AC115/230

50/60

1300 ~1800

-30C-50T

83

435

32.5

Standard
CW&Cccw
2 Speeds
Vari-speed

AC115/230

5060

1300-1800

15

-30C-50T

Vari-speed

DC24

1300-1800

15

-30C-50T

87

435

32.5

Standard
CW&CCw
2 Speeds
Vari-speed

AC115/230

50/60

1300-1800

20

-30C-50T

Vari-speed

DC24

1300-1800

20

-30C-50T

95

435

32.5

0E0

—— L'SS_




8. BLDC 048 SERIES (For Refrigerator machines, etc)

| CHARACTERISTICS*]
TYPE EQM 4806 EQM 4810 / 4810 PRO| EQM 6115/ 6115 PRO
INPUT POWER W 15W 30W
OUTPUT POWER 4W 9.5W 20W
VOLTAGE AC 100 ~ 240V AC 100 ~ 240V AC 100 ~ 240V
NOISE 39.5 dBA 39.5 dBA 39.5 dBA
LIFE 8 ~10 years 8 ~10 years 8 ~10 years
BEARING Ball Bearing Ball Bearing Ball Bearing
EFFICIEMT Up to 70% Up to 70% Up to 70%
SPEED 300 ~ 1,800 300 ~ 1,800 300 ~ 1,800
PROTECT LEVEL IP65 IP65 IP65
_ Perm.amb.temp -30°C ~ 50°C -30°C ~ 50°C -30°C ~ 50°C
DEMENSION l EQM 4806 ~ 6115 CERTIFICATE |CE, VDE, RoHS, CCC| CE, VDE, RoHS, CCC CE, VDE, RoHS, CCC

CCW




9. CONDENSER MOTOR 995 SERIES (For Ventilating Fans, etc)
I_CHARACT ERI STIC?I

DEMENSION

AL

ray

(#98)

e

(35) P

(86)

(52)

1 MA-9515~9530

N

-\
NG
N

STANDARDS
CONTENTS
66W 100W 200W
T 15 25 30
Rated AC 220V 50/60Hz
Frequency 50Hz 60Hz 50Hz 60Hz 50Hz 60Hz
NO Current (A) [0.23£15%]| 0.2£15% |0.38+15%| 0.3£15% [ 0.5+15% [0.32+15%
LOAD
Input (W) [ 49+15% | 45+15% | 68+15% | 68+15% | 70+15% | 60+15%
RPM 1400 1 | 1700 t | 1400 t | 1700 t | 1400 t [ 1700 1
Starting
Voltage 176V
Current (A) [0.25+£15%]| 0.3£15% |0.42£15%| 0.5£15% [0.52+15%[0.55+15%
Input (W) [ 5515% | 63+15% | 90£15% |[110£15% [ 100£15% | 120+15%
LOAD
RPM 1300+£100|1500+100|1300+100(1400+£100{1300+100|1500+100
Starting
Voltage 176V
LOAD @300 Fan @350 Fan @400 Fan




10. CONDENSER MOTOR 0120 SERIES (For Ventilating Fans, etc)

(D)

I CHARACTERISTICS l

SPECIFICATION MOTOR DIMENSION (mm) SET DIMENSION (mm)

Q=] W(Kw)| Pole | Volt | Hz |Amp| A | B | c | D | E |FAN| F G [

DW250A | 250W 4 220 60 0.82 | 128 | 160 | 56 | 190 | 14 400 43 153 495

DW251A | 400W 4 220 60 1.2 128 | 160 | 56 | 190 | 14 450 43 163 545

DW340 110W 6 220 60 1 128 | 160 | 56 | 190 | 14 400 43 153 495

(B)




11. EXTERNAL ROTOR MOTOR AXIAL FAN SERIES (0350 ~ 0450)
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I CHARACTERISTICS l

SPECIFICATION

DIMENSION (mm)

FAN

MODEL | PH | Pole | voit | Hz | w [Amp | 1 | 2 | 3 | 4 | 5

300 ot I N ) B IR 300 | 360 | 34 | 110 | 375
YWFSD':”O 3 | 4 |38 | 60 | 120 | 0.26
YWFSE'% 1| 4 | 220 | 60 | 190 | 083

350 B i A O R BN R 350 | 422 | 53 | 110 | 442
YWFgE'35 1 6 220 | 60 83 | 0.37
YWFSD'35 3 6 380 | 60 80 0.2
YWRAEA01 4 | 4 | 220 | 60 | 260 | 1.2

400 T o | 4 Joe | o0 |20 | 0w 400 | 470 | 60 | 120 | 490
YWFSE'4O 1| 6 | 220 | 60 | 120 | 054
YWFSD"“’ 3 | 6 | 38 | 60 | 120 | 0.31
YWRSEAS1 4 | 4 | 220 | 60 | 300 | 14

450 :\;VVZE::: S I Ml Ml Ml Ml 450 | 522 | 64 | 120 | 544
: 1| 6 | 220 60 | 180 | 09
YWFSD'% 3 | 6 | 38 | 60 | 180 | 05




12. EXTERNAL ROTOR MOTOR AXIAL FAN SERIES (0500 ~ 0710)

I CHARACTERISTIC?'
I PHOTO l

— SPECIFICATION DIMENSION (mm)
— e % FAN
E * MODEL | PH | Pole [ Volt | Hz W | Amp | 1 2 3 | 4| 5
= YWF4E-500( 1 | 4 | 220 | 60 | 500 | 2.3
: YWF4D-500| 3 | 4 | 380 [ 60 [ 500 1
500 500 | 570 | 55 | 120 | 592
YWF6E-500| 1 | 6 | 220 | 60 [ 250 | 1.35
YWF6D-500| 3 | 6 | 380 | 60 | 250 | 0.62
YWF4E-550 [ 1 | 4 | 220 | 60 | 725 | 3.3
YWF4D-550 | 3 | 4 | 380 [ 60 | 725 | 1.4
550 550 | 630 | 80 | 130 | 652
YWF6E-550| 1 | 6 | 220 | 60 | 465 | 2.15
YWF6D-550 | 3 | 6 | 380 [ 60 [ 440 1
\l DEMENSION YWF4D-600| 3 | 4 | 380 | 60 | 960 1.8
: 600 YWF6E-600| 1 | 6 | 220 | 60 | 640 | 29 |[600| 680 [ 80 [ 130 | 705
YWF6D-600| 3 | 6 | 380 [ 60 [ 650 1.5
YWF4D-630| 3 | 4 | 380 [ 60 | 1000 | 1.6
YWF6E-630| 1 | 6 | 220 | 60 [ 705 | 3.25
® & 630 YWF6D-630| 3 | 6 | 380 [ 60 | 740 | 156 [ 630 | 755 | 84 | 130 | 780
YWF8E-630| 1 | 8 | 220 | 60 [ 300 | 1.56
YWF8D-630| 3 | 8 | 380 | 60 | 300 | 0.84
YWF6D-710| 3 | 6 | 380 [ 60 [ 1100 2
710 710 | 845 | 60 | 205 | 880
' YWF8D-710| 3 | 8 | 380 [ 60 [ 700 1.5




MAIN PRODUCTION EQUIPMENTS

MAIN TEST EQUIPMENTS

Equipment Quantity
Epoxy Molding M/C 1
Winding M/C ((J61) 5
Winding M/C ((J74) 2
Horizontal Winding M/C 3
Insert M/C 3
Forming M/C 2
Racing M/C 2
Insulator Inserting M/C 3
Lathe M/C 1
Drying Heater 3

Equipment Quantity
AC Power Supply 3
Frequency Converter 1
Dielectric Strength Tester 4
Insulation Resistance Tester 2
Power Meter 5
MQ Hi-Tester 1
Leakage Current Tester 1
Surge Tester 3

Impregnation Equioment

Strobo Scope




